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HTH® BRIQUETTES® TABLETS 
 

 

This product is an effective fungicide and bactericide for disinfection of potable water, sewage water, 
waste water, borehole water & cooling water. Eliminates slime growth in water systems, kills harmful 
bacteria, waterborne diseases and viruses. 

 

HTH® BRIQUETTES® are to be used with a Lonza approved chlorinator system. Please see information on 
our range of Briquette feeder systems (chlorinators).  

 

FEATURES 

Dry Solid Product  

 High Active Ingredient  

 Stable Product  

 Requires Less Storage Space  

 

REGULATORY  

 AWWA-B300 

 NSF/ANSI Standard 60 Certified for use in Drinking Water 

 Manufactured at Lonza Microbial Control Calcium Hypochlorite facility USA (ISO 9001 Quality 
Certified) 

 Classified as Dangerous Goods Class 5.1, UN No 1748, PG III, HAZCHEM 1W 

 

PROPERTIES 

 Available Chlorine (wt%): 65% minimum  

 Appearance: White pillow shaped tablets with a distinctive chlorine smell - 7g each 

 Dimensions:  32mm x 19mm x 13mm 

 

PACKAGING  
 Pack size: 10kg bucket (64 buckets per pallet) 

 Product code: 30014 

 

USAGE IN DRY CHLORINE FEEDERS (MC4/MM1S/PULSAR) 

 Customers should maintain a minimum 10 cm (4 inches) of briquettes in hopper 

 

 

 

 

 

 

 

 

  


